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S i n g l e  c r y s t a l  supe ra l l oys  such as PWA 1480 a re  be ing  cons idered  f o r  
turbopump b lades  i n  t h e  main engines o f  t h e  space s h u t t l e .  As f a t i g u e  r e s i s t -  
ance i n  a  hydrogen environment i s  a  key i s sue  i n  t h i s  a p p l i c a t i o n ,  a  s tudy  o f  
t h e  e f f e c t  o f  p o r o s i t y  and 7-7' e u t e c t i c  con ten t  on t h e  f a t i g u e  l i f e  o f  a  
hydrogen-charged PWA 1480 s i n g l e  c r y s t a l  was performed. P o r o s i t y  and e u t e c t i c  
have been l i n k e d  t o  f a t i g u e  i n i t i a t i o n  i n  p rev i ous  s t u d i e s ,  and t h e r e f o r e  
r e d u c t i o n  o f  e i t h e r  o r  b o t h  may be one means t o  improve f a t i g u e  l i f e  o f  PWA 
1480 when hydrogen i s  p resen t .  
To reduce l e v e l s  o f  p o r o s i t y  and e u t e c t i c  a lone  o r  i n  combinat ion,  [001] 
s i n g l e  c r y s t a l s  o f  PWA 1480 were g i  vet1 va r i ous  thermomechanical t rea tments .  A 
e u t e c t i c  s o l u t i o n  t rea tment  a t  1290 O C  was employed t o  reduce e u t e c t i c  con- 
t e n t ,  w h i l e  p o r o s i t y  was reduced by h o t  i s o s t a t i c  p ress i ng  ( H I P ) .  To reduce 
p o r o s i t y  and e u t e c t i c  con ten t ,  a  duplex thermomechanical t rea tment  was used i n  
which PWA 1480 was f i r s t  g i ven  a  e u t e c t i c  s o l u t i o n  a t  1290 O C  and then  HIPed. 
A f t e r  p rocess ing ,  f a t i g u e  specimens were machined, heat  t r e a t e d ,  and subse- 
q u e n t l y  charged i n  h igh-p ressure  gaseous hydrogen. The hydrogen l e v e l  
i nc reased  f rom l e s s  than  5 t o  400 ppm by we igh t  a f t e r  charg ing .  
Room temperature,  s t r a i n - c o n t r o l l e d  f a t i g u e  t e s t s  were r un  on a l l  
m a t e r i a l  c o n d i t i o n s  i n  an a i r  environment.  Hydrogen cha rg i ng  was found t o  
reduce t h e  f a t i g u e  l i f e  o f  PWA 1480 c o n t a i n i n g  normal l e v e l s  o f  p o r o s i t y  and 
e u t e c t i c  (s tandard  m i c r o s t r u c t u r e )  by more than  one o r d e r  o f  magnitude. 
I n i t i a t i o n  s i t e s  i n  hydrogen charged PWA 1480 were e a s i l y  i d e n t i f i e d  by (001) 
f a c e t s  on t h e  f r a c t u r e  su r face .  Each f a c e t  u s u a l l y  i n i t i a t e d  a t  a  c e n t r a l  
po re  which was o f t e n  c l o s e l y  assoc ia ted  w i t h  a  7-7' e u t e c t i c .  M a t e r i a l  
g i ven  t h e  e u t e c t i c  s o l u t i o n  t rea tment  was found t o  have a  s i g n i f i c a n t  decrease 
i n  e u t e c t i c  con ten t ;  however, a  smal l  amount o f  i n c i p i e n t  m e l t i n g  occur red  
p roduc ing  an app rec i ab le  inc rease  i n  t h e  number o f  l a r g e  pores.  Th i s  m i c ro -  
s t r u c t u r e  showed a  g r e a t e r  l i f e  degrada t ion  than  t h e  s tandard m i c r o s t r u c t u r e  
i n  t h e  presence o f  hydrogen. HIPing a t  1280 " C  was found t o  reduce t h e  s i z e  
and f requency o f  l a r g e r  pores and a l s o  ha lved  t h e  amount o f  y r  e u t e c t i c .  
The HIPed m a t e r i a l  showed a  s l i g h t  improvement i n  f a t i g u e  l i f e  over  m a t e r i a l  
w i t h  t h e  s tandard m i c r o s t r u c t u r e  i n  t h e  presence o f  hydrogen. 
The l onges t  f a t i g u e  l i f e  o f  hydrogen-charged PWA 1480 was ob ta i ned  w i t h  
m a t e r i a l  g i ven  t h e  e u t e c t i c  s o l u t i o n  and then  HIPed. The p o r o s i t y  and eutec-  
t i c  con ten t  o f  t h i s  m a t e r i a l  was s i g n i f i c a n t l y  lower  than  any o f  t h e  o t h e r  
c o n d i t i o n s  t es ted .  F u r t h e r ,  t h e  degree o f  f a c e t  f o rma t i on  on t h e  f r a c t u r e  
su r f ace  o f  t e s t e d  specimens was a l s o  g r e a t l y  reduced. The r e d u c t i o n  i n  poros-  
i t y  l e v e l  achieved by t h i s  duplex ther~no~nechanica l  t r ea tmen t  suggests t h a t  
c l o s u r e  o f  p o r o s i t y  i s  more r e a d i l y  achieved i f  e u t e c t i c  con ten t  i s  min imized 
b e f o r e  HIPing. 
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Summary and Conclusions 
Hydrogen charging greatly reduces the fatigue life of PWA 1480. 
The reduction of fatigue life in the presence of hydrogen was 
minimized by a duplex thermomechanical treatment consisting 
of a eutectic solution at 1290 "C, tollowed by hot isostatic 
pressing. This treatment produced the greatest reduction in 
size and amount of eutectic and porosity. 
- It is suggested that the 1290 "C eutectic solution treatment 
preconditions PWA 1480 such that pores are more easily closed 
by hot isostatic pressing. 
